
MODEL Kubota L4400 John Deere 990 Mahindra M4500
2WD/4WD 2WD/4WD 2WD/4WD

Engine Manufacturer/Model Kubota V2203 Yanmar 4TNE84 Shibaura NE342E

Gross Horsepower HP (kW) 45.3 (33.8) 40.4 (30.1) 42 (31.3)

Net Horsepower                    HP (kW) 43.0 (32.1) 38.5 (28.7) Information N/A

PTO Horsepower                  HP (kW) 37.5 (28.0) 35 (26.1) 35 (26.1)

Rated Speed                         RPM 2600 2700 2100

Displacement                        cu.in. (cu.cm) 134.1 (2197) 121.7 (1994) 146 (2392)

Number of Cylinders 4 4 3

Fuel Tank                              gal. (l) 11.3 (43) 8.5 (32.2) Information N/A

Air Cleaner Dual Element Dual Element Information N/A

Wheelbase 2WD/4WD          in. (mm) 72.8 (1850)/        
72.6 (1845) 69 (1750) Information N/A

Overall Length (without 3-
point hitch) 2WD/4WD          in. (mm) 122.6 (3115)/       

118.3(3005) Information N/A 127(3225)/         
145.4(3693)

Overall Width (min. tread)     in. (mm) 62.4 (1585) Information N/A 72.6(1844)/         
67.3(1709)

Overall Height (with ROPS) in. (mm) 85.4 (2170) Information N/A Information N/A
Weight 2WD/4WD (Inc. std. 
tires and ROPS) lbs. (kg) 3031(1375)/     

3153(1430)
2954(1340)/3175(14

40) 4752/5742

Tread Front 2WD/4WD         in. (mm)

50.4(1280), 
54.3(1380), 
58.3(1480), 
62.2(1580)/  
45.5(1155)

Information N/A Information N/A
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MODEL Kubota L4400 John Deere 990 Mahindra M4500
2WD/4WD 2WD/4WD 2WD/4WD
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Tread Rear in. (mm)

46.5(1180), 
47.2(1200), 
51.2(1300), 
57.1(1450), 
60.8(1545)

Information N/A Information N/A

Min. Ground Clearance 
(front axle) 2WD/4WD in. (mm) 15.4 (390)/15.7(400) Information N/A Information N/A

Transmission 2WD/4WD Sliding Gear and 
Constant Mesh Collar Shift Partial Synchromesh/ 

Synchro-Shuttle
Manual Speeds 2WD/4WD F8 - R4 F9-R3 F8-R2/F8-R8
Brakes 2WD/4WD Multiple Wet Discs Wet Disc Dry Disc/Wet Disc
Traveling Speeds (at rated 
engine speed)  mph (km/h)

Forw 1.2(2.0)-
14.9(24.0)/         

Rev 1.5(2.4)-5.1(8.2)
Information N/A Information N/A

Clutch Dry Type - Single 
Stage

Dry Type - Dual 
Stage

Dry Type - Dual 
Stage

Type 2WD/4WD Hydraulic Live - 
Independent Live Continuous Live Continuous/     

Independent
Rear PTO 2WD/4WD RPM 540 540 540/540 and 1000

Rear PTO Engagement Independent Dual Stage Clutch Dual Stage 
Clutch/Independent

Mid PTO RPM Not Available Not Available Information N/A
Hitch Category (SAE) 
2WD/4WD Category 1 Category 1 Category 1/     

Category 1 and 2
Lift Control Type Position Control - Std Position Control - Std Position Control - Std
Draft Control Optional Information N/A Standard

3 Point Stabilizer Kit Standard Standard Information N/A

3 Point Top-N-Tilt Optional Not Available Information N/A

Number of Pumps and Type Dual Gear Pumps-
Open Center

Dual Gear Pumps-
Open Center Open Center

Hydraulics
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(cont.)

Traveling 
System

PTO System



MODEL Kubota L4400 John Deere 990 Mahindra M4500
2WD/4WD 2WD/4WD 2WD/4WD

  Competitive Comparison

Pump Capacity (Main/PS) gpm (l/m) 7.8(29.4)/4.7(17.9) 8.5(32)/4.5(17) 11 Total
Lift Capacity at:  Lift 
Point/24" Behind L.P. lbs. (kg) 2870(1300)/        

2310/1053 24"  -  2020 (916) 3968

Steering 2WD/4WD Hydrostatic Power 
Steering

Hydrostatic Power 
Steering

Hydrostatic Power 
Steering

Front Tire 2WD/4WD    7.5L-15/8.3-16 6.5-16F2/8-16R1 6.0-16/9.5-20

Rear Tire 2WD/4WD 14.9-24 14.9-24R1 13.6-28/14.9-26

Deck Full Flat Deck Straddle Straddle
Min. Turning Radius 
2WD/4WD ft. (m) 9.2(2.8/8.5(2.6) Without Brake: 

9.3(2.8) With Brake: 
10.6 

(3.35)/11.3(3.45)
Alternator Amps 40 20 36

Rear Differential Lock Standard Standard Standard

Under hood Muffler Yes No No

Hydraulics  
(cont.)

Tire Size (STD)

Other


