
KUBOTA JOHN DEERE CASE IH NEW HOLLAND KUBOTA

M-125X 6615 MXU110 TS115A ADVANTAGE
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0042 @  301MPR detaR @ PH OTP  95.0 (70.8) @ 
2300

 95 (70.9) @ 
2500  95 (67) @ 2070 Highest horsepower in this 

class.

Aspiration  Wastegate 
Turbocharged  Turbocharged  Turbocharged

and Intercooled  Turbocharged
Increases performance and 
lugging ability in lower rpm 
ranges.

Displacement cu. In. (l) 356 (5.8)  414 (6.8)  273 (4.5)  410 (6.7)

.noitarepo gninnur rehtoomS4465srednilyC

tceriDtceriDtceriDtceriDepyT noitcejnI

45% @ 1200 51% @ 1200 IFNA 63% IFNA

Fuel Tank Capacity gal. (l) 50.2 (190) 54.7 (207) 46.7 (177) 58.1 (220) Highest capacity for longer 
hours of operation.
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Exhaust Pipe (Standard) Right side cab 
corner Option Standard Standard Improves visibility.

Transmission

16F X 16R
8-Speed Dual Range 

Intelli-Shift
(Power Shift)

12F / 4R
SyndhroPlus

12F x 12R
2-Speed Power 

Shift
on 24F X 24R 

12F x 12R
Synchro

Command

Increased efficiency of field and 
travel speed selection by 
having 8 speeds in each range.

.noitarepo reisaEoNseY lanoitpOdradnatS reveL elttuhS dnaH-tfeL

Yes  Yes  Yes  Yes Only two ranges simplify 
operation.

Yes No Standard No Premium hydraulic shuttle 
standard ideal for loader work.

Clutch Type Multi-Plate Wet 
Clutch

Multi-Plate Wet 
Clutch

Multi-Plate Wet 
Clutch

Multi-Plate Wet 
Clutch

Creep Speed / Optional Cassette Type
24F X 24R Factory Option Factory Option Factory Option Dealer installed as needed to 

meet customer applications.

Fully Synchronized Range Shift

Hydraulic Shuttle (Standard)

 Transmission
/ Drive Train

Other

FEATURE

COMPARISON

Engine

Torque Rise % (PTO) @ Eng RPM



KUBOTA JOHN DEERE CASE IH NEW HOLLAND KUBOTA

M-125X 6615 MXU110 TS115A ADVANTAGE
FEATURE

COMPARISON

yratenalP draobnIepyT evirD laniF  Inboard 
Planetary

 Inboard 
Planetary  Inboard Planetary

Brakes Hydraulic Wet Disk
Self Adjusting

Hydraulic Wet 
Disk

Self Adjusting

Hydraulic Wet 
Disk

Self Adjusting

Hydraulic Wet 
Disk

Self Adjusting

Differential Lock Electro-hydraulic
front and rear

Electro hydraulic, 
rear,

Limited Slip, front

 Electro hydraulic 
rear

Electro-hydraulic
front and rear Positive Traction Control.

Front Axle / 4wd Bevel Pinion with
Bi-Speed Turn U-Joint U-Joint U-Joint 

Shorter Turning Radius. 
Provides constant power at all 
steering angles, and built by 
Kubota.

Power Steering Hydrostatic
Power Steering

Hydrostatic
Power Steering

Hydrostatic
Power Steering

Hydrostatic
Power Steering

Standard  Independent 
540/1000

 Independent 
540/1000

 Independent 
540/1000

 Independent 
540/1000

Speeds @ RPM 540 @ 2035
1000 @ 2210 IFNA IFNA

540 @ 1900
540 / 1000 
Optional

Engagement Method Hydraulic
Self-Modulating  Electro-Hydraulic Electro-Hydraulic Electro-Hydraulic Hydraulically controlled.

Clutch type Multi-Plate Wet 
Clutch

Multi-Plate Wet 
Clutch

Multi-Plate Wet 
Clutch

Multi-Plate Wet 
Clutch

Type Open Center
Constant Flow

Open Center
Constant Flow

Open Center
Constant  Flow

Open Center
Constant Flow
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        )57( 8.91       )57( 8.91)2.66( 5.71 )m/l 0.56( mpg 6.02).nim/l( mpgwolF Highest flow rating provides 
fast cycle times.

 PTO System

 Transmission
/ Drive Train 

(cont.)

 Hydraulic 
System
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M-125X 6615 MXU110 TS115A ADVANTAGE
FEATURE

COMPARISON

Maximum Operating 
Pressure

lbs./sq. in. 
(K/sq. cm.) 2915 psi (205)  2500 (176) 2756 (194) 2974 (205) Highest pressure to maximize 

hydraulic performance.

Draft Control Type Electronic /
Lower Link

Optional
Electronic / Lower 

Link

Electronic / 
Lower Link

Mechanical / 
Lower Link

Remote Control Valves 
Available Std / Opt  2 / 4 1  2 2
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Lift Capacity / Standard lbs. (kg) 5203 Lbs. (2360)  5915 (2683)  9620 (4364)  9285 (4212)

)4634( 0269A/NANFI)5824( 7449lanoitpO / yticapaC tfiL High lift capacity if required to 
meet users application.

)1662( 7.401ANFI)0562( 3.401)0962( 9.501)mm( .niesableehW Longest wheelbase provides 
increased ride comfort.

Height, Top of Cab          in. (mm) 107.3 (2725)       94.8 (2408) IFNA 116.7 (2964)

Turning Radius w/o Brake     ft. (m) 13.5 (4.1)
4wd Bi-Speed 16.1 (4.90) IFNA IFNA

Bi-Speed provides shortest 
turning radius from the longest 
wheelbase tractor.
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.dradnats serit laidar muimerPsaiB 42-9.41laidaR 42R9.41saiB 82-4.21      laidaR 42R9.41dw 4 / tnorF

.dradnats serit laidar muimerPsaiB 43-4.81 laidaR 43R4.81  saiB 83-4.81 laidaR 83R4.81 dw 4 / raeR
Tires

(Standard)

Dimensions

 Hydraulic 
System (cont.)


