





L3200/L3800/L4600

Loader Specifications

Model LA524* LA764
Matching Tractor L3200/L.3800 L4600
Maximum Lift Height (Pivot Pin) in.(mm) 94.3 (2394) 105.2 (2673)
Clearance with bucket dumped in.(mm) 76.2 (1936) 81.2 (2063)
Reach@maximum lift height (Dumping Reach) in.(mm) 20.2 (564) 22.5 (571)
Maximum Dump Angle deg. 40 41
Reach with bucket on ground in.(mm) 63.7 (1618) 70.2 (1783)
Maximum Roll Back Angle deg. 31 27
Digging Depth in.(mm) 6.9 (176) 6.1 (156)
Overall Height in Carrying Position in.(mm) 51.3 (1302) 54.6 (1387)
Lift Capacity (Pivot Pin, Max Height) Ibs (kg) 1131 (513) 1684 (764)
Lift Capacity (500 mm Forward, Max Height) Ibs (kg) 855 (388) 1263 (573)
Lift Capacity (Pivot Pin, 1500 mm Height) Ibs (kg) 1490 (676) 2154 (977)
Lift Capacity (500 mm Forward, 1500 mm Height) Ibs (kg) 1182 (536) 1726 (783)
Breakout Force (Pivot Pin) Ibf (N) 2462 (10951) 2443 (10865)
Breakout Force (500 mm Forward) Ibf (N) 1874 (8335) - (-=-)
Bucket Roll-Back Force (Max Height) Ibf (N) 2177 (9685) —m (===)
Bucket Roll-Back Force (1500 mm) Ibf (N) 2697 (11998) —m (-==)
Bucket Roll-Back Force (Ground Level) Ibf (N) 2215 (9855) - (===)
Raising Time (Rated Flow) sec. 315
Lowering Time (Rated Flow) sec. 2.3
Bucket Dumping Time (Rated Flow) sec. 1.7
Bucket Roll-Back Time (Rated Flow) sec. 2.2

Backhoe Specifications

Model BH77* BH92
Matching Tractor L3200/L3800 L4600
Transport height in.(mm) 80.3 (2040) 100.1 (2544)
Stabilizer spread - transport in.(mm) 51.8 (1315) 69.2 (1758)
Stabilizer spread - operating in.(mm) 69.0 (1753) 93.3 (2369)
Ground clearance in.(mm) 11.5 (292) 14.2 (360)
Digging Depth 2ft flat bottom in.(mm) 92.5 (2349) 106.1 (2695)
Operating height fully raised in.(mm) 118.5 (3010) —-es (==-)
Loading height in.(mm) 66.1 (1680) 90.6 (2300)
Reach from swing pivot in.(mm) 124.3 (3156) 150.4 (3819)
Swing pivot to rear axle center line in.(mm) 37.6 (954) 40.9 (1040)
Bucket rotation deg. 180 180
Angle of departure per SAE J1234 deg. 17.5 20
Swing arc deg. 180 180
Digging Force using Bucket Cylinder Ibf (kgf) 3421 (1552) 4648 (2063)
Digging Force using Dipperstick Cylinder Ibf (kgf) 2190 (993) 2698 (1224)

*Specifications are measured with L3800 tractor.





