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• Collecting residue materials, generating
    at construction sites, into the boxes
• Keeping them at the companies until
    transportation to the plants

• Kubota substitutes for the
   companies in order.
• Issuing bil
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Business flow

Money flow

• It receives orders
    instead of customers.
• It calculates instead
    of customers.

• Sorting  
• Collection box management  
• Crashing, Reuse
• Expenses calculation

• Residue materials collection and
    delivery to the plants
• Collection box delivery

Collection order and
allocating trucks

Financing company pays
instead of the companies.
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Kubota orders collection
instead of customers

Commission

Collected residue materials deliver

Collection order ( allocate trucks )

Paying money into
Kubota’s account
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Recycling siding materials

We at Kubota started the residue material 

collection of  siding, generating at con-

struction sites, in the wake of cement-type 

roofing materials “Colorbest”. We started 

this system in the area of Kansai, Kanto 

and Tohoku ( partly ), aiming at the nation-

wide collection of residue materials of new-

ly built houses. Collected materials are re-

used as raw materials in Kashima and 

Ohama plants. This system reduces 

wastes treatment costs in siding construc-

tion companies.

The recycling system for “Colorbest”, 

whose business patent is applied, is adop-

ted again for the collection of siding materi-

als. The system adopts some forms such 

as “using financial companies” , “IT promo-

tion in books and slips” and so on, making 

it useful for many siding construction com-

panies. 

We are going to expand the targeted area 

of this system to the whole country.

Hybrid small-sized Joukaso system ( HY type )

Our originally designed hybrid small-

sized Joukaso system HY type, using 

aerobic treatment to the full extent, is 

an innovative Joukaso system with a 

new structure, in which two steps of 

treatment, fluidizing carriers and con-

tact aeration, are adopted.

Treatment performance of it is more sta-

ble than that of the conventional ones 

by the optimum design of purification 

balance in the tank, increasing the vol-

ume of aerobic treatment part. More-

over, the maintenance of it is easy.

Inflow rate
adjusting part

Fluidizing carriers tank
 ( part of box )

Contact aeration tank
( part of mesh )

Impurities
removing tank

Sedimentation tank

Aeration sludge
storage tank

Housing Materials and Utilities Consolidated Division

BOD

Raw water  

200mg/R

Treated water 

20mg/R or less 

Removal rate

90% or more

Design conditions ( inflow rate a day on average: 200R per capita per day )
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Disinfec-
tion tank

System flow sheet




