
Data Concerning Resource Recycling

Environmental Report

Trends in waste discharge etc.

*Includes business sites in Japan only up to FY2006 and overseas business sites from FY2007.
*Discharge per unit of sales (FY2005=100)=waste discharge/consolidated net sales
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*The amounts of waste reduction, resource recycling after treatment and final landfill disposal were the result of surveys conducted 
  by outside intermediate treatment companies.

Waste reduction*

Resource recycling after treatment*

Final landfill disposal*

e : 8,575

f  : 58,940

g : 3,565

In-house reintegration and reuse

In-house intermediate treatment (dehydration etc.)

Resource recycling

b : 23,994

Sales of valuable resources (metals etc.)

W
aste discharges
(outsourced 

w
aste processing)

W
aste generation

Total w
aste generation

a : 46,547

c  : 100,242

d : 2,922

Direct to landfill

Intermediate treatment

h : 294

71,080

74,296174,538245,079

Trends in landfill ratios

*Includes business sites in Japan only up to FY2009 and overseas business sites in FY2010.
*Landfill ratio (%)= (Direct landfill disposal+landfill disposal after intermediate treatment)/
 (Valuable resources+waste discharge)
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Breakdown of waste discharge

総排出量
74,296t

Total 
discharges

74,296 
tons/year

Slag
56%

Other 8%
Paper scrap 3%

Wooden scrap 5%

Soot and dust
(harmful) 5%

Plastic waste 3%

Metallic scrap 4%

Rubble 2%

Waste oil 4%

Sludge 10%

(kiloton) （％）

Recycling rate (All)

Recycling rate (Specific Construction Materials)

Trends in the recycling of construction waste (Data for business sites in Japan)

100

80

60

40

20

0

100

80

60

40

20

0

Discharged amount (kiloton)
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Note 1: The figures up to FY2006 show the results of KUBOTA Corporation non-consolidated, 
while the figure in and after FY2007 show the results of both KUBOTA Corporation 
and the affiliates in Japan.

Note 2: Recycling rate (All) includes construction waste other than Specific Construction 
Materials.

Note 3: Percentage of recycling=(valuable resources+amount reused+amount recycled+
amount reduced (heat recovery))/discharge [including valuable resources]
Prior to FY2007, the amount of simple incineration and dehydration, etc. was 
included in the amount reduced.




